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SECTI ON 017329

CUTTING AND PATCHING

PART 1 - GENERAL

1.

1.

1.

1.

1

2

3

A.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, in
Supplementary Conditions and other Division 01 Spec
apply to this Section.

SUMVARY

This Section includes procedural requirements for ¢
Related Sections include the following:

1. Division 02 Section"Demolition" for demolition of
the building.

2. Divisions 02 through 49 Sections for specific requi
limitations applicable to cutting and patching indi
Work.

3. Division07Section"Firestopping"forpatchingfir

DEFI NI TI ONS

Cutting: Removalofin-placeconstructionnecessar
or performance of other Work.

Patching: Fittingandrepairworkrequiredtorest
conditions after installation of other Work.

SUBM TTALS

Cutting and Patching Plan: Submit plan describing
days priortothetime cutting and patching willbe
following information:

1. Extent: Describe reason for and extent of each occ
and patching.

2. Changes to In-Place Construction: Describe anticip
Include changes to structural elements and operatin
aschangesinbuildingappearance and othersignifi

3. Products: List products to be used for patching an
that will perform patching work.

Dates: Indicate when cutting and patching will be

Utilities and Mechanical and Electrical Systems: L
systems that cutting and patching procedures will d
List services and systems that will be relocated an
temporarilyoutofservice. Indicatehowlongserv

be disrupted.

6. Structural Elements: Where cutting and patching in
reinforcement to structural elements, submit detail
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1.

5

calculations showing integration of reinforcement w
structure.

Architect's Approval: Obtain approval of cutting a
procedures before cutting and patching. Approval d
to later require removal and replacement of unsatis

QUALI TY ASSURANCE

Cutting and Patching: Comply with requirements for
cutting and patching of construction elements.

1.

Structural Elements: When cutting and patching str
notify Architectoflocationsanddetailsofcuttin

from the Architect before proceeding. Shore, brace
structural element during cutting and patching. Do
structural elements in a manner that could change t
capacity or increase deflection

Operational Elements: Do not cut and patch operati
related components in a manner that results in redu
to perform as intended or that results in increased
decreased operational life or safety. Operational
following:

a. Primary operational systems and equipment.
Fire separation assemblies.

Air or smoke barriers.

Fire-suppression systems.

Mechanical systems piping and ducts.

-~ ® a0 T

Control systems.

Communication systems.

= Q@

Conveying systems.
i. Electrical wiring systems.
j-  Operating systems of special construction.

Other Construction Elements: Do not cut and patch
elementsorcomponentsinamannerthatcould chang
capacity,thatresultsinreducingtheircapacityt

or that results in increased maintenance or decreas
or safety. Other construction elements include but
the following:

a. Water, moisture, or vapor barriers.
Membranes and flashings.
Exterior curtain-wall construction.

b

c

d. Equipment supports.

e. Piping, ductwork, vessels, and equipment.
f.

Noise- and vibration-control elements and systems.

Visual Elements: Do not cut and patch construction
resultsinvisualevidenceofcuttingandpatching.
exposed construction in a manner that would, in Arc
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reduce the building's aesthetic qualities. Remove
construction that has been cut and patched in a vis
manner.

B. Manufacturer's Installation Instructions: Obtain a
manufacturer's written recommendations and instruct
of products and equipment.

C. Cutting and Patching Conference: Before proceeding
with parties involved in cutting and patching, incl
electrical trades. Review areas of potential inter
Coordinate procedures and resolve potential conflic

PART 2 - PRODUCTS

2.1 MATERI ALS
A. General: Comply with requirements specified in oth

B. In-Place Materials: Use materials identical to in-
exposed surfaces, use materials that visually match
surfaces to the fullest extent possible.

1. Ifidentical materials are unavailable or cannot be
that, when installed, will match the visual and fun
of in-place materials.

C. Provide fire-resistive materials and firestopping m
compatible with existing and substrates and are app
testing and inspecting agency acceptable to authori
for use in fire-resistive designs indicated.

D. Concrete Work shall conform to American Concrete In
Specification. Use Portland Cement Type 1 per ASTM
aggregates per ASTM C33. Design minimum to be 3000
concrete. Ready-mix to comply with ASTM C94.

E. Roofing Material, Flashing, and Roof Specialties Ma
should be on the compatibility with the existing Ro
and approved by the existing roofing manufacturers
with the existing warranty.

PART 3 - EXECUTI ON

3.1 EXAM NATI ON

A. Examine surfaces to be cut and patched and conditio
and patching are to be performed.

1. Compatibility: Before patching, verify compatibili
suitability of substrates, including compatibility
finishes or primers.

2. Proceedwithinstallationonlyafterunsafeorunsa
have been corrected.
3.2 PREPARATI ON
A. Temporary Support: Provide temporary support of Wo

B. Protection: Protectin-place construction during ¢
prevent damage. Provide protection from adverse we
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3.

3

portions of Project that might be exposed during cu
operations.

Adjoining Areas: Avoid interference with use of ad
interruption of free passage to adjoining areas.

Adjacent Occupied Areas: Where interference with u
or interruption of free passage to adjoining areas
coordinate cuttingandpatchinginaccordance with

01 Section "Summary

Existing Utility Services and Mechanical/Electrical
existing services/systems are required to be remove
abandoned, bypass such services/systems before cutt
interruption to occupied areas.

PERFORVMANCE

General: Employ skilledworkersto perform cutting
withcuttingandpatchingattheearliestfeasible
delay.

1. Cutin-placeconstructiontoprovideforinstallati
orperformanceofotherconstruction,and subsequen
to restore surfaces to their original condition.

Existing Warranties: Remove, replace, patch, and r
surfaces cut or damaged during installation or cutt
operations, by methods and with materials so as not
warranties.

Cutting: Cut in-place construction by sawing, dril
chipping, grinding, and similar operations, includi
methodsleastlikelytodamage elementsretainedor
Ifpossible,reviewproposedprocedureswithorigin
original Installer's written recommendations.

1. In general, use hand or small power tools designed
grinding, not hammering and chopping. Cut holes an
possible, neatly to size required, and with minimum
adjacent surfaces. Temporarily cover openings when

2. Finished Surfaces: Cutordrillfromthe exposed o
concealed surfaces.

3. Concrete Masonry: Cutusing acutting machine, suc
or a diamond-core drill.

4. Excavating and Backfilling: Comply with requiremen
Division 31 Sections where required by cutting and

5. Cutting of existing under slab vapor retarder due t
of plumbing work must be performed in a way so it ¢
accordance with manufacturer’s instructions.

6. Cutting of Existing Roofing System due to the insta
equipment, must be performed in accordance with man
instructions. Installation of the HVAC equipment m
for the repair of the roofing materials and flashin
with HVAC Contractor.

7. Mechanical and Electrical Services: Cut off pipe o
or partitions to be removed. Cap, valve, or plug a
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portion of pipe or conduit to prevent entrance of m
foreign matter after cutting.

Proceed with patching after construction operations
are complete.

D. Patching: Patch construction by filling, repairing
up,andsimilaroperationsfollowing performance of
durable seams that are as invisible as possible. P
comply with installation requirements specified in

1.

10.

Inspection: Where feasible, test and inspect patch
completion to demonstrate integrity of installation

Exposed Finishes: Restore exposed finishes of patc
finishrestorationintoretainedadjoining construc
will eliminate evidence of patching and refinishing

a. Clean piping, conduit, and similar features before
other finishing materials.

b. Restore damaged pipe covering to its original condi

FloorsandWalls: Wherewallsorpartitionsthata
finished area into another, patch and repair floor

the new space. Provide an even surface of uniform
texture, and appearance. Remove in-place floor and
replace with new materials, if necessary, to achiev
appearance.

a. Where patching occurs in a painted surface, apply p
intermediate paint coats over the patch and apply f
over entire unbroken surface containing the patch.
additional coats until patch blends with adjacent s

Ceilings: Patch, repair, or rehang in-place ceilin
provide an even-plane surface of uniform appearance

ExteriorBuildingEnclosure: Patchcomponentsina
enclosure to a weathertight condition.

Where fire-resistive material thickness was reduced
required to obtain fire-resistive rating indicated
damage during construction, activity must be patche
according to their relevant specification Number.

UnderslabvaporretarderLapjoints6inchesands
recommended tape

Concrete Slabs on Grade: New concrete slabs must b
existing slabs using #4 Dowels @ 48" each side stag
6" embedment. Epoxy the dowels into the existing s

Elevated Concrete Slabs: Install a new concrete sl
elevated concrete slab by continuously weldingmeta
size, profile, and gauge as existing metal deck) to

deck with a minimum 3” overlap. New slab to be dow
concrete slab with #4 dowels @ 24" O.C., all sides,
embedment and minimum (2) dowels per side. Epoxy t
existing slab.

Ceilings: In any area where new architectural, mec
electrical, orplumbing, workisindicated and any
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3.

toremainthe contractor mustpatch, repair,orreh
as necessary to provide an even-plane surface of un

11. Exterior Building Enclosure: Patch components in a
restores enclosure to a weathertight condition.

Roofing Repair Guidelines:

1. Onlytrainedroofinstallerfamiliarwiththe produ
performthe installation of roofing materials, flas
roof specialties.

2. Adequate provisions should be made for the proper f
electrical equipment including their service piping

3. PerformallrooftopworkinaccordancewithNRCAa
and instructions.

4. Install flashing to conform to standards set forth
Architectural Sheet Metal Manual and NRCA Manual.
(Removal of existing roofing, installation of roofi
flashing, equipment, etc.) should be performed in t

5. Allworkshould be performedinaway thatitdoes
warranty. After work is completed the contractor m
finalinspectionwith the manufacturerto verifywo
instruction.

Cleaning: Cleanareasandspaceswherecuttingand
Completely remove paint, mortar, oils, putty, and s
CORRECTI ON OF THE WORK

Repair or remove and replace defective construction
substrates and finishes.

1. Repairing includes replacing defective parts, refin
surfaces, touching up with matching materials, and
operating equipment.

Restore permanent facilities used during constructi
condition.

Remove and replace damaged surfaces that are expose
cannot be repaired without visible evidence of repa

Repair components that do not operate properly. Re
operating components that cannot be repaired.

Remove and replace chipped, scratched, and broken g
surfaces.

---END---
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